
PRODUCT SPECIFICATIONS

INNER 
FINISHER-H1

imagePASS-P1

INNER 2-WAY TRAY-J1

PAPER DECK UNIT-F1

ColorPASS-GX500 
(iR ADV C5560i/ 

iR ADV C5550i only)

STAPLE FINISHER-Y1BOOKLET FINISHER-Y1

HIGH CAPACITY CASSETTE FEEDING 
UNIT-A1CASSETTE FEEDING UNIT-AM1

INNER FINISHER-H1 
WITH INNER 2/3-HOLE 

PUNCHER-B1

CABINET TYPE-N

COPY TRAY-J2

UTILITY TRAY-B1

Main Unit
Type
Color Laser Multifunctional 

Core Functions 
Standard: Print, Copy, Scan, Send, Store
Optional: Fax

Processor
Canon Dual Custom Processor (Shared)

Control Panel
10.1" TFT LCD WSVGA Color Flat-panel

Memory
4.0 GB RAM

Hard Disk Drive
Standard: 250 GB
Maximum: 1 TB

Mirroring Hard Disk Drive
Optional (250 GB, 1 TB)
Method: Raid1

Interface Connection
Network: 1000Base-T/100Base-TX/10Base-T,  

Wireless LAN (IEEE 802.11 b/g/n)
Others
Standard: USB 2.0 x2 (Host), USB 3.0 x1 (Host),  

USB 2.0 x1 (Device)
Optional: Serial Interface, Copy Control Interface

Paper Capacity (LTR, 20 lb. Bond)
Standard: 1,200 Sheets
Maximum: 6,350 Sheets

Paper Sources (LTR, 20 lb. Bond)
Standard: Dual 550-sheet Paper Cassettes, 

100-sheet Stack Bypass

Optional: Dual 550-sheet Paper Cassettes 
(CASSETTE FEEDING UNIT-AM1), 
2,450-sheet High-Capacity Paper 
Cassette (HIGH CAPACITY CASSETTE 
FEEDING UNIT-A1), 2,700-sheet Paper 
Deck (PAPER DECK UNIT-F1)

Paper Output Capacity (LTR, 20 lb. Bond)
Standard: 250 Sheets
Maximum: 3,450 Sheets 

(with External Finisher and Copy Tray)

Finishing Capabilities
Standard: Collate, Group
With Inner 
Finisher: 

Collate, Group, Offset, Staple, Hole Punch, 
Staple-Free Staple, Staple On Demand

With External 
Finishers:

Collate, Group, Offset, Staple, Booklet, Hole 
Punch, Staple-Free Staple, Staple On Demand

Supported Media Types
Paper 
Cassettes 
(1/2):

Thin, Plain, Recycled, Color, Heavy,  
Pre-punched, Letterhead, Bond, 
Transparency, Tab, Envelope 

Stack Bypass: Thin, Plain, Recycled, Color, Heavy,  
Pre-punched, Labels, Letterhead,  
Bond, Coated, Transparency,Tab,  
Tracing,1 Envelope 

CASSETTE FEEDING UNIT-AM1 
Thin, Plain, Recycled, Color, Heavy, Pre-punched, 
Letterhead, Bond, Transparency
HIGH CAPACITY CASSETTE FEEDING UNIT-A1
Thin, Plain, Recycled, Color, Heavy, Pre-punched, 
Letterhead, Bond
PAPER DECK UNIT-F1 
Thin, Plain, Recycled, Color, Heavy, Pre-punched, 
Letterhead, Bond

Supported Media Sizes
Paper 
Cassette 1:

Letter, Executive, Statement-R, Envelope 
[No.10 (COM10), DL, ISO-C5], Custom Size 
(3-7/8" x 5-7/8" to 11-3/4" x 8-1/2")

Paper 
Cassette 2:

12" x 18", 11" x 17", Legal, Letter, Letter-R, 
Executive, Statement-R, Envelope [No.10 
(COM10), Monarch, DL, ISO-C5], Custom 
Size (3-7/8" x 7-1/8" to 12" x 18")

Stack Bypass: 12" x 18", 11" x 17", Legal, Letter, Letter-R, 
Executive, Statement, Statement-R, 
Envelope [No.10 (COM10), Monarch,  
DL, ISO-C5], Envelope Custom Size  
(3-7/8" x 3-7/8" to 12-5/8" x 18"),  
Custom Size (3-7/8" x 5-1/2" to  
12-5/8" x 18"), Free Size (3-7/8" x 5-1/2" 
to 12-5/8" x 18")
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Hardware Options
Card Readers
MiCARD PLUS PROXIMITY CARD READER
COPY CARD READER-F1
COPY CARD READER ATTACHMENT-B5

Others
CABINET TYPE-N
BUFFER PASS UNIT-L1
COPY TRAY-J2
UTILITY TRAY-B1
PLATEN COVER TYPE W
PRINTER COVER-J1
TAB FEEDING ATTACHMENT-F1
USB KEYBOARD

Security Options
Document Security
DOCUMENT SCAN LOCK KIT-B1
SECURE WATERMARK-B1
ENCRYPTED SECURE PRINT SOFTWARE-D1
iR-ADV SECURITY KIT-P1 FOR IEEE 2600.1 COMMON 
CRITERIA CERTIFICATION13 

Data Security
HDD MIRRORING KIT-J1
2.5"/250 GB HDD-N1
2.5"/1 TB HDD-P1
REMOVABLE HDD KIT-AL1

System and Controller Options
Print Accessories
PCL INTERNATIONAL FONT SET-A1

Barcode Printing
BARCODE PRINTING KIT-D1

EFI-Fiery Based Controller
imagePASS-P1
ColorPASS-GX500 (iR ADV C5560i/iR ADV C5550i only)
REMOVABLE HARD DISK DRIVE KIT-B1
FIERY IMPOSE
FIERY COMPOSE
FIERY IMPOSE AND COMPOSE 

System Accessories
COPY CONTROL INTERFACE KIT-A1
CONNECTION KIT-A1 FOR BLUETOOTH LE
NFC KIT-C1
MEAP WEB CONNECTION KIT-G3

Fax Accessories
SUPER G3 FAX BOARD-AS1 
SUPER G3 2ND LINE FAX BOARD-AS1
SUPER G3 3RD/4TH LINE FAX BOARD-AS1 
REMOTE FAX KIT-A1
IP FAX EXPANSION KIT-B1

Other Options
Accessibility Accessories
ADF ACCESS HANDLE-A1
VOICE GUIDANCE KIT-G1
VOICE OPERATION KIT-D1
BRAILLE LABEL KIT-F1

Staples
STAPLE-P114

STAPLE CARTRIDGE-Y115

Footnotes
1 Some types of tracing paper cannot be used.
2 Time from device power-on to when copy jobs can  

be programmed.
3 Includes main unit and either Cassette Feeding Unit-AM1,  

High Capacity Cassette Feeding Unit-A1, or Cabinet Type-N.
4 Includes main unit, consumables, and Cassette Feeding Unit-AM1.
5 PDF print from Web sites is supported.
6 EPS can be printed directly only from the Remote User Interface.
7 Requires the optional PCL International Font Set-A1.
8 Requires the optional Barcode Printer Kit-D1.
9 Other operating systems and environments including  

AS/400, UNIX, Linux and Citrix may be supported. Some  
of these solutions are chargeable. SAP Device Types are 
available via the SAP Market Place. For more information, 
contact your sales representative.

10 0.8 W sleep mode not available in all circumstances  
due to certain settings.

11 For current EPEAT rating (Gold/Silver/Bronze),  
please visit www.epeat.net.

12 GPR-55L Toner also available for Color (C, M, Y).  
Yield (estimated @ 5% coverage) is 26,000 images.

13 Will launch at a later date.
14 Used for corner/double stapling only. 2 cartridges per case.  

5,000 staples per cartridge..
15 Used for booklet finishing only. 3 cartridges per case. 2,000  

staples per cartridge.


