
PRODUCT SPECIFICATIONS
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Main Unit
Type
Color Laser Multifunctional 

Core Functions 
Standard: Print, Copy, Scan, Send, Store
Optional: Fax

Processor
Canon Dual Custom Processor (Shared)

Control Panel
Standard: 10.1" TFT LCD WSVGA Color Touch-panel
Optional: 10.4" TFT LCD WSVGA Color Upright-panel

Memory
4.0 GB RAM

Hard Disk Drive
Standard: 250 GB
Maximum: 1 TB

Mirroring Hard Disk Drive
Optional: 250 GB, 1 TB
Method: Raid1

Print Resolution
2400 dpi x 2400 dpi

Interface Connection
Network
Standard: 1000Base-T/100Base-TX/10Base-T,  

Wireless LAN (IEEE 802.11 b/g/n)
Optional: NFC, Bluetooth Low Energy

Others
Standard: USB 2.0 x2 (Host), USB 3.0 x1 (Host),  

USB 2.0 x1 (Device)
Optional: Serial Interface, Copy Control Interface

Paper Capacity (LTR, 20 lb. Bond)
Standard: 3,550 Sheets
Maximum: 9,300 Sheets

Paper Sources (LTR, 20 lb. Bond)
Standard: Two 1,100-sheet Paper Drawers, 

Two 550-sheet Paper Cassettes, 
250-sheet Stack Bypass

Optional: 3,660-sheet Paper Deck (Paper Deck 
Unit-E1), 3,660-sheet Paper Deck (Pod Deck 
Lite-C1), 6,000-sheet Paper Deck (Multi-
Drawer Paper Deck-C1)

Maximum: 9,300 Sheets (With Multi-Drawer Paper 
Deck-C1)

Paper Output Capacity (LTR, 20 lb. Bond)
250 Sheets (with Copy Tray-R2)
3,500 Sheets (with External Finisher-V2)
4,250 Sheets (with External Finisher-X1)

Finishing Capabilities
Standard: Collate, Group
With Finishers: Collate, Group, Offset, Staple, Booklet, 

Hole Punch, Staple-Free Staple, Staple 
on Demand, Document Insertion, Z-Fold, 
Accordion Z-fold, C-fold, Half-fold, Double 
Parallel Fold, Trimming

Supported Media Types
Paper Drawers 
(1/2):

Thin, Plain, Recycled, Color, Heavy,  
Pre-punched, Letterhead, Bond, 
Transparency

Paper 
Cassettes 
(3/4):

Thin, Plain, Recycled, Color, Heavy,  
Pre-punched, Letterhead, Bond, 
Transparency, Tab, Envelope

Stack Bypass: Thin, Plain, Recycled, Color, Heavy,  
Pre-punched, Labels, Letterhead,  
Bond, Coated, Transparency, Tab,  
Tracing,1 Envelope, Textured



As an ENERGY STAR Partner, Canon U.S.A., Inc. has certified these models as meeting the ENERGY STAR 
energy efficiency criteria through an EPA recognized certification body. ENERGY STAR and the ENERGY 
STAR mark are registered U.S. marks. AirPrint and the AirPrint logo are trademarks of Apple Inc. Canon, 
imageRUNNER, imageWARE, imagePASS, and the GENUINE logo are registered trademarks or trademarks 
of Canon Inc. in the United States and may also be registered trademarks or trademarks in other countries. 
McAfee and the McAfee logo are trademarks of McAfee LLC in the US and/or other countries. All other 
referenced product names and marks are trademarks of their respective owners. All printer output images 
are simulated. All features presented in this brochure may not apply to all Series and/or products and may 
be optional; please check with your Canon Authorized Dealer for details. Products shown with optional 
accessories. Canon U.S.A. does not provide legal counsel or regulatory compliance consultancy, including 
without limitation, Sarbanes-Oxley, HIPAA, GLBA, Check 21 or the USA Patriot Act. Each customer must have 
its own qualified counsel determine the advisability of a particular solution as it relates to regulatory and 
statutory compliance. Specifications and availability subject to change without notice. Not responsible for 
typographical errors. 
©2019 Canon U.S.A., Inc. All rights reserved.

Federal Law prohibits copying of certain documents. Violators may be subject to penalties.  
We suggest that you check with your own legal counsel. Canon U.S.A., Inc. and Canon  
Canada, Inc. intend to cooperate with Law Enforcement Agencies in connection with  
claims of unauthorized copying.
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To learn about Canon's many awards, visit  
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Acceptable 
Paper Type: Thin, Plain, Recycled, Color, Bond
Acceptable Paper Size

Z-Fold: 11" x 17", Legal, Letter-R
C-Fold/
Accordion/ 
Z-Fold/ 
Half-Fold: Letter-R 
Double 
Parallel Fold: Letter-R, Legal

Acceptable Paper Weight
C-Fold/
Accordion/ 
Z-Fold/ 
Half-Fold: 14 lb. Bond to 28 lb. Bond (52 to 105 g/m2)
Double 
Parallel Fold: 14 lb. Bond to 24 lb. Bond (52 to 90 g/m2)

Power Source: From the Finisher
Dimensions  
(W x D x H): 

13-1/4" x 31-1/4" x 46-7/8"  
(336 mm x 793 mm x 1,190 mm)

Weight Approx. 156.5 lb. (71 kg)

Additional Hardware Options
Card Readers
MiCARD PLUS PROXIMITY CARD READER
COPY CARD READER-F1
COPY CARD READER ATTACHMENT-A4

Others
COPY TRAY-R2
UTILITY TRAY-B1
PRINTER COVER-H1
TAB FEEDING ATTACHMENT KIT-F1
USB KEYBOARD

Security Options
Document Security
DOCUMENT SCAN LOCK KIT-B2
iR-ADV SECURITY KIT-AD1 FOR IEEE 2600 COMMON 
CRITERIA CERTIFICATION22

Data Security
HDD MIRRORING KIT-J1
2.5"/250 GB HDD-N1
2.5"/1 TB HDD-P1
REMOVABLE HDD KIT-AL1

System and Controller Options
Print Accessories
PCL INTERNATIONAL FONT SET-A1

Barcode Printing
BARCODE PRINTING KIT-D1

EFI-Fiery Based Controller
imagePASS-N2
REMOVABLE HARD DISK DRIVE KIT-B1
FIERY IMPOSE
FIERY COMPOSE
FIERY IMPOSE AND COMPOSE 

System Accessories
COPY CONTROL INTERFACE KIT-A1
CONNECTION KIT-A1 FOR BLUETOOTH LE
NFC KIT-C1
NFC KIT-A1 (For Upright Control Panel)
MEAP WEB CONNECTION KIT V5.323

Fax Accessories
SUPER G3 FAX BOARD-AS2 
SUPER G3 2ND LINE FAX BOARD-AS2
SUPER G3 3RD/4TH LINE FAX BOARD-AS2 
REMOTE FAX KIT-A1
IP FAX EXPANSION KIT-B1

Other Options
Accessibility Accessories
ADF ACCESS HANDLE-A1
VOICE GUIDANCE KIT-G1
VOICE OPERATION KIT-D1
BRAILLE LABEL KIT-F1

Consumables
STAMP INK CARTRIDGE-C1
STAMP UNIT-B1
STAPLE-N1 (for Staple Finisher-X1 and  
Booklet Finisher-X1)24

STAPLE-P1 (for Booklet Finisher-X1)25

STAPLE CARTRIDGE-X1 (for Staple Finisher-V2 and  
Booklet Finisher-V2)24

STAPLE CARTRIDGE-Y1 (for Booklet Finisher-V2)25

1 Some types of tracing paper cannot be used.
2 Time from device power-on, until copy ready (not print 

reservation).
3 Time from exiting Sleep mode to when printing is operational.
4 Time from device power-on to when key operations can be  

performed on the touch panel display.
5 Includes main unit, ADF, and consumables.
6 PDF print from Web sites is supported.
7 EPS can be printed directly only from the Remote User Interface.
8 Requires the optional PCL International Font Set-A1.
9 Requires the optional Barcode Printer Kit-D1.

10 Other operating systems and environments including  
AS/400, UNIX, Linux and Citrix may be supported. Some  
of these solutions are chargeable. SAP Device Types are 
available via the SAP Market Place. For more information, 
contact your sales representative.

11 No charge for this solution; however activation is required.
12 Requires Unified Firmware Platform v3.9.
13 Reference Value: measured one unit.
14 0.9 W Sleep mode is not available in all circumstances  

due to certain settings.
15 Based on ENERGY STAR Product Specification for Imaging 

Equipment Version 3.0. 
16 For current EPEAT rating (Gold/Silver/Bronze),  

please visit www.epeat.net.
17 Requires Envelope Feeder Attachment-G1
18 With 20 lb. Bond (80 gsm) paper.
19 When the extension tray is extended.

20 With the insertion feeding tray.
21 When the extension tray and rotary tray are extended.
22 Will launch at a later date.
23 No charge for this option; however it does need to be ordered.
24 Used for corner/double stapling only. 3 cartridges per case.  

5,000 staples per cartridge.
25 Used for booklet finishing only. 2 cartridges per case. 2,000  

staples per cartridge.

http://www.epeat.net

